
ISSUE 8 / 2018



COMBIJET
WORLDWIDE
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New Orleans, USA
Antwerp, Belgium
UAE
Singapore

COMBIJET
PRESENCE AT
MAJOR 
INTERNATIONAL
EXHIBITIONS

Combijet is a manufacturer and supplier of 
a wide range of industrial cleaning and high
pressure water blasting equipment.

Being a member of Demetriades Group of Companies, we are in
a position to utilise the expertise and the engineering
background, in order to offer products and support of the highest
standards.

The product serves a wide variety of applications, while offering
the highest standards and equipment to fit every industry,
whether it is marine, offshore, construction or industrial sectors.

Our range covers a wide variety of heavy duty products, including
Hot and Cold pressure washers (from 150 bar up to 250 bar), Heavy

Duty Jet Cleaners (from 350 bar up to 500  bar) and High Pressure
Water Blasters (from 800 bar up to 3300 bar).
Reliability is established through the high build quality and
components, pronounced for their long lasting performance.
Utilizing our expertise and know how, we can meet any design
specifications for bespoke or tailor-made solutions.

A comprehensive range of accessories is also available to match
the product range and meet individual applications or needs.

As a highlight of our products, we offer the innovative Combijet
Robot, suitable for cleaning and blasting steel surfaces.

Additionally we offer worldwide hydro blasting services, were our
specialized equipment and experience teams travel to carry out
projects on site.

www.combijet.com



CONTENTSwww.combijet.com

HIGH PRESSURE JET CLEANER
(Electric Driven 500 bar) page 06-07

EXPLOSION PROOF HIGH PRESSURE
JET CLEANER (500 bar) page 08

HIGH FLOW HIGH PRESSURE
JET CLEANERS (Electric Driven 500 bar) page 09

HIGH PRESSURE
WATER BLASTERS ELECTRIC  DRIVEN page 10-11

ULTRA HIGH PRESSURE 
WATER BLASTERS ELECTRIC DRIVEN
(1770-3300 bar)

page 12-13

HIGH PRESSURE WATER
JET CLEANER DIESEL DRIVEN
(500 bar)

page 14

HIGH PRESSURE WATER
BLASTERS DIESEL DRIVEN
(800-1500 bar)

page 15

ULTRA HIGH PRESSURE
WATER BLASTERS DIESEL DRIVEN
(1770-3300 bar)

page 16-17

HIGH PRESSURE WASHING 
& BLASTING ROBOTS page 18-19

MODULAR REVERSE OSMOSIS
(WATERMAKER) SYSTEMS

ACCESSORIES & PARTS / 
PERSONAL PROTECTIVE EQUIPMENT

TAILOR -MADE  SOLUTIONS /
HYDROBLASTING SERVICES

page 20-21

HEAVY DUTY PRESSURE
CLEANERS PETROL / DIESEL DRIVEN
(200-275 bar)

page 22-23

COLD WATER
HIGH PRESSURE CLEANERS
(120-250 bar)

page 24-25

HOT & COLD WATER
HIGH PRESSURE CLEANERS
(120-250 bar)

page 26

STATIONARY HOT & COLD
PRESSURE CLEANERS
(200 bar)

page 27

COLD WATER
HIGH PRESSURE CLEANER
+ VACUUM CLEANERS

page 28-29

STEAM GENERATORS
+ FOAM SPRAYERS page 30-31

page 32-33

page 34-41



HIGH PRESSURE JET
CLEANER ELECTRIC DRIVEN
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ROBUST
STAINLESS

STEEL FRAME 
GRADE 316

EU Component & Build Quality Electric Box & Hour meter Listing Bar Easy Hand Adjustable 
Pressure Regulator

Marine Industry Concrete & Cement 
Industry

Machinery & Industrial 
Sector

Removal of Dirt, Grime 
& Loose Paint

TECHNICAL DATA / MODEL JE60-500 
50hz VERSION:

Working pressure bar/PSI 500 / 7250 

Flow rate lpm/gpm 16 / 4.2 

Voltage / phase volt/ph 380-400 / 3

60hz VERSION:

Working pressure bar/PSI 500 / 7250 

Flow rate lpm/gpm 19 / 5.0 

Voltage / phase volt/ph 400-440 / 3 

General data

Electrical motor hp/kW 20 / 15 

Amperage amp 21.65 A

Dimensions LxWxH (cm) 107 x 57 x 90

Weight kg 245 

STANDARD EQUIPMENT:  

• Electric Cable -10 m

• Fan Jet Nozzle

• Trigger Operated Gun with Lance

• High Pressure 
  Hose – 20m

• Manual Pressure Regulator 
(for pressure adjustment)

• Thermo – Mechanical  Valve 
(for overheating protection)

ATEX

Available in ATEX Explosion Proof version
(PAGE 6)

OPTIONAL ACCESSORIES (see pages 34-39)

Rotating Nozzle

50Hz 60Hz

Compact 500 bar Jet Cleaner with 
Manual Pressure Regulator (150-500 BAR)

IDEAL FOR

KEY FEATURES

Dual Frequency
50hz + 60hz
Electric Motor

Thermal Valve for
Overheat Pump
Protection

COMPACT
SLIM

CHASSIS

Wet Sandblasting kit

JE60-500
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JEX60-500
ATEX Zone 2 Compliant

JE80-500
TECHNICAL DATA / MODEL JEX60-500
50hz VERSION:

Working pressure bar/PSI 500 / 7250 

Flow rate lpm/gpm 16 / 4.2 

Voltage / phase volt/ph 380-400 / 3

60hz VERSION:

Working pressure bar/PSI 500 / 7250 

Flow rate lpm/gpm 19 / 5.0 

Voltage / phase volt/ph 400-440 / 3 

General data

Electrical motor hp/kW 20 / 15 

Dimensions LxWxH (mm) 1200 x 600x 1000 

Weight kg 245 

STANDARD EQUIPMENT JE80-500D
• 2 x Combijet® HP Hose

20m with female ends BSP ½”
• 2 x Gun: Trigger operated gun 
• 2 x Lance: 800mm length
• 2 x Nozzle: Fan Jet nozzle

STANDARD EQUIPMENT JE80 -500/30
• Combijet HP Hose 20m with female ends BSP ½”
• Gun: Trigger operated gun
• Lance: 800mm length
• Nozzle: Fan Jet nozzle

OPTIONAL ACCESSORIES (see pages 34-39)
• Rotating Nozzles
• Personal Protective Equipment
• Wet Sandblasting Kit

STANDARD EQUIPMENT
• Combijet HP Hose 20m with female ends BSP ½”
• Gun: Trigger operated gun
• Lance: 800mm length
• Nozzle: Fan Jet nozzle

TECHNICAL DATA / MODEL JE80-500D JE80-500/30
50hz VERSION Dual Pump

Working Pressure bar/PSI 500 / 7250 500 / 7250

Flow Rate lpm/gpm 2 x 16 / 2 x 4.2 29/ 7.66

RPM 1450 1450

Power Supply 3 phase 380V 3 phase 400V

60hz VERSION

Working pressure bar/PSI 500 / 7250 500 / 7250

Flow rate lpm/gpm 2 x 19 / 5.0 29 / 7.66

RPM 1750 1750

Power Supply 3 phase 440V 3 phase 440V

General Data

Electric Motor kW / HP 30 / 40 30 / 40

Dimensions LxWxH (mm) 1600x900x1400 1750x1000x1100

Weight kg 600 500
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ATEX

JEX60-500

50Hz 60Hz

STANDARD FEATURES
• Explosion Proof Motor II2G EEx d(e) 

II CT4 IP55 3-PTC protection
• ATEX Certified Control Panel
• Flameproof Cable
• ATEX certified pump

OPTIONAL ACCESSORIES
• Rotating Nozzles
• Personal Protective Equipment
• Wet Sandblasting Kit

JE80-500D

HIGH FLOW HIGH PRESSURE
JET CLEANERS ELECTRIC DRIVEN

EXPLOSION PROOF HIGH
PRESSURE JET CLEANER



JE80 SERIES from 800 up to 1500 bar

TECHNICAL DATA / MODEL JE80-800 JE80-1000
50hz VERSION

Working pressure bar/PSI 800 / 11600 1000 / 14500

Flow rate lpm/gpm 3.69 3.69

Voltage / phase volt/ph 380-400 / 3 380-400 / 3

60hz VERSION

Working pressure bar/PSI 800 / 11600 1000 / 14503 

Flow rate lpm/gpm 4.49 4.49 

Voltage / phase volt/ph 380-440 / 3 380-440 / 3 

General Data

Electrical motor hp/kW 40.23 / 30 40 / 30 

Dimensions LxWxH (mm) 1700x980x1200 1700x980x1200

Weight kg 750 750

CHASSIS & FRAME PAINT
EPOXY PAINT SYSTEM 2 COMPONENT
• Primer – Interzinc 22 / Inorganic Zinc 

Rich Silicate
• Intermediate coat - Intergard 400 / Epoxy
• Top coat - Interthane 990 / Polyurethane 

OPTIONAL ACCESSORIES (see pages 34-39)
• Ultra High Pressure Hoses
• Hose Connectors
• Hose Reel
• Foot Valve
• Rotating Nozzles
• Protective Clothing
• Wet Sandblasting Kit
• Cutting Accessories
• Tube & Pipe Cleaning Accessories.

STANDARD FEATURES
• Steel Base and Frame
• Stainless Steel SS316 Electric Box
• Stainless Steel SS316 Water Tank
• Listing Eye

• Brake System (on mobile models)
• Safety Valve
• Stainless Steel Filters

Mobile
TECHNICAL DATA / MODEL JE80-1300 JE80-1500
50hz VERSION

Working pressure bar/PSI 1300 / 18850 1500 / 21750

Flow rate lpm/gpm 12 / 3.17 12.5 / 3.3

Voltage / phase volt/ph 380-400 / 3 380-400 / 3

60hz VERSION

Working pressure bar/PSI 1300 / 18854 1500 / 21750

Flow rate lpm/gpm 115 / 3.96 13 / 3.43

Voltage / phase volt/ph 380-440 / 3 380-440 / 3

General Data

Electrical motor hp/kW 49.59 / 37 49.59 / 37

Dimensions LxWxH (mm) 1700x980x1200 1700x980x1200

Weight kg 950 950
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STANDARD EQUIPMENT:

• Ultra High Pressure 
  Hose – 20m

• Fan Jet Nozzle

• Dump Gun with Lance

• Electrical Cable – 5 m

• One Set of Operator & Spares Manual

Available in ATEX Explosion Proof version

ATEX

HIGH PRESSURE
WATER BLASTERS ELECTRIC  DRIVEN



JE80 SERIES from 1770 up to 3300 bar

TECHNICAL DATA / MODEL JE80-1770/13 JE80-2100/13 JE80-2300/13 JE80-2500/13 JE80-2500/16
50hz VERSION

Working pressure bar/PSI 1770 / 25671 2100 / 30457 2300 / 33358 2500 / 36250 2500 /  36250

Flow rate lpm/gpm 13 / 3.43 13 / 3.43 13 / 3.43 13  / 3.43 16 / 4.2

Voltage / phase volt/ph 380-400 / 3 380-400 / 3 380-400 / 3 380-400 / 3 380-400 / 3

60hz VERSION

Working pressure bar/PSI 1770 / 25671 2100 / 30457 2300 / 30457 2500 / 36250 2500 / 36250

Flow rate lpm/gpm 13 / 3.43 13 / 3.43 13 / 3.43 13 / 3.43 16 / 4.2

Voltage / phase volt/ph 440 / 3 440 / 3 440 / 3 440 / 3 440 / 3

General Data

Electrical motor hp/kW 60.32 / 45 173/ 132 100/ 75 100 / 75 120 / 90

Dimensions LxWxH (mm) 2000x1600x1500 2000x1600x1500 2000x1600x1500 2000x11850x1650 2000x11850x1650

Weight kg 1500 1500 1500 2000 2000

STANDARD FEATURES
• Stationary Base and Frame 
• Listing Eyes 
• Safety Valve
• Stainless Steel Filters

STANDARD ACCESSORIES
• Ultra High Pressure  Hose - 20m 
• Electrical Cable 
• Dump Gun with Lance
• One Set of Operator & Spares Manual

• Ultra High Pressure Hoses
• Hose Connectors
• Hose Reel
• Trailer with Weels

• Protective Canopy
• Foot Valve
• Rotating Nozzles
• Protective Clothing

• Wet Sandblasting Kit
• Cutting Accessories
• Tube & Pipe Cleaning 

Accessories

Stationary

TECHNICAL DATA / MODEL JE80-2500/18 JE80-2500/25 JE80-2800/13 JE80-2800/16 JE80-2800/21
50hz VERSION

Working pressure bar/PSI 2500/36250 2500 / 36250 2800/40600 2800/40600 2800/40600

Flow rate lpm/gpm 21/5.5 25 / 6.6 13/3.43 16/4.22 21/5.5

Voltage / phase volt/ph 380-400/3 380-400 / 3 380-400 / 3 380-400 / 3 380-400 / 3

60hz VERSION

Working pressure bar/PSI 2500/36250 2500 /36250 2800/40600 2800/40600 2800/40600

Flow rate lpm/gpm 21/5.5 25 / 6.6 13/3.43 16/4.22 21/5.5

Voltage / phase volt/ph 440/3 440 / 3 440 / 3 440 / 3 440 / 3

General Data

Electrical motor hp/kW 148/110 173 / 132 100/75 148/110 173/132

Dimensions LxWxH (mm) 2200x1850x1650 2200x1850x1650 2200x1850x1650 2200x1850x1650 2200x1850x1650

Weight kg 2000 2000 2000 2000 2000
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Available in
ATEX Explosion
Proof version

ATEX

OPTIONAL
ACCESSORIES
(see pages 34-39)

ULTRA HIGH PRESSURE 
WATER BLASTERS ELECTRIC DRIVEN



JD90 SERIES from 500 up to 3300 bar

STANDARD FEATURES
• Base and Frame
• Water Tank

• Listing Eye
• Stainless Steel Filters

OPTIONAL ACCESSORIES
• Ultra High Pressure Hoses
• Hose Connectors
• Hose Reel
• Foot Valve

(see pages 34-39)
•Rotating Nozzles
• Protective Clothing
• Wet Sandblasting Kit

CHASSIS & FRAME PAINT EPOXY PAINT SYSTEM 2 COMPONENT
• Primer – Interzinc 22 / Inorganic Zinc Rich Silicate
• Intermediate coat - Intergard 400 / Epoxy
• Top coat - Interthane 990 / Polyurethane 
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TECHNICAL DATA / MODEL JD90-500 JD90-500 / 30
Working pressure bar/PSI 500 / 7250 500 / 7250

Flow rate lpm/gpm 18 / 4.75 29 / 7.66

ENGINE SPECIFICATIONS

Type Kubota Industrial Kubota Industrial 
3 cylinder 4 cylinder

Power hp / kW 28 / 21 54.9kW & 2600 Rpm

GENERAL SPECIFICATIONS

Dimensions LxWxH (mm) 1200x800x1050 1550x1100x1250

Weight kg 450 800

STANDARD EQUIPMENT:

• 20m High 
  Pressure Hose

• Fan Jet Nozzle

• Trigger Operated Gun with Lance

• Manual Pressure Regulator 

STANDARD EQUIPMENT:

• Ultra High Pressure 
  Hose – 20m

• Fan Jet Nozzle

• Dump Gun with Lance

• Electrical Cable – 5 m

• One Set of Operator & Spares Manual

TECHNICAL DATA / MODEL JD90-800 JD90-1000 JD90-1500
Working pressure bar/PSI 800/11600 1000 / 14500 1500 / 21755

Flow rate lpm/gpm 13 / 3.43 13 / 3.43 13 / 3.43

ENGINE SPECIFICATIONS

Type Kubota  Vertical Kubota  Vertical Kubota  Vertical
4 cyl Liquid Cooled 4 cyl Liquid Cooled 4 cyl Liquid Cooled

Power 44kW & 2700 Rpm 44kW & 2700 Rpm 54.7kW & 2600 Rpm

GENERAL SPECIFICATIONS

Dimensions LxWxH (mm) 1550x1100x1250 1550x1100x1250 1550x1100x1250

Weight kg 750 750 800

HIGH PRESSURE WATER
BLASTERS DIESEL DRIVEN

HIGH PRESSURE WATER
JET CLEANER DIESEL DRIVEN
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JD90 SERIES from 250 up to 3300 bar

TECHNICAL DATA / MODEL JD90-2500/21 JD90-2500/25 JD90-2800 JD90-2800/16 JD90-2800/21
Working pressure bar/PSI 2500 / 36250 2500 / 36250 2800 / 40600 2800 / 40600 2800 / 40600

Flow rate lpm/gpm 21 / 5.50 25 / 6.60 13/3.43 16 / 4.23 21 / 5.50

ENGINE SPECIFICATIONS

Type Diesel Industrial Diesel Industrial Diesel Industrial Diesel Industrial Diesel Industrial 

Power hp / kW 200 / 150 200 / 150 120/90 135/100 200 / 150

Rpm 1450 / 1750 1450 / 1750 1450 / 1750 1450 / 1750 1450 / 1750 

GENERAL SPECIFICATIONS

Dimensions LxWxH(mm) 2200 x 1850 x 1700 2200 x 1850 x 1700 2200 x 1850 x 1700 2200 x 1850 x 1700 2200 x 1850 x 1700

Weight kg 2200 2200 2200 2200 2200
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STANDARD EQUIPMENT:

• 20m High 
  Pressure Hose

• Trigger Operated Gun with Lance

STANDARD FEATURES
• Galvanised Base and Frame
• Water Tank
• Listing Eye

• Safety Valve
• Stainless Steel Filters

OPTIONAL ACCESSORIES
• Ultra High Pressure Hoses
• Hose Connectors
• Hose Reel
• Foot Valve

(see pages 34-39)
•Rotating Nozzles
• Protective Clothing
• Wet Sandblasting Kit

CHASSIS & FRAME PAINT EPOXY PAINT SYSTEM 2 COMPONENT
• Primer – Interzinc 22 / Inorganic Zinc Rich Silicate
• Intermediate coat - Intergard 400 / Epoxy
• Top coat - Interthane 990 / Polyurethane 

TECHNICAL DATA / MODEL JD90-2100/13 JD90-2300/13 JD90-2500/13 JD90-2500/16
Working pressure bar/PSI 2100 / 30450 2300 / 33360 2500 / 36250 2500 / 36250

Flow rate lpm/gpm 13 / 3.43 13 / 3.43 13/3.43 16 / 4.23

ENGINE SPECIFICATIONS

Type Diesel Industrial Diesel Industrial Diesel Industrial Diesel Industrial

Power hp / kW 100 / 75 100 / 75 135/100 135/100

Rpm 1450 / 1750 1450 / 1750 1450 / 1750 1450 / 1750 

GENERAL SPECIFICATIONS

Dimensions LxWxH (mm) 2250 x 1450 x 1750 2250 x 1450 x 1750 2200 x 1850 x 1700 2200 x 1850 x 1700

Weight kg 1800 1900 2200 2200

ULTRA HIGH PRESSURE
WATER BLASTERS DIESEL DRIVEN



Robotic heavy duty equipment , suitable
for high pressure working  on flat steel
surfaces.

Our  robots enable contractors and service providers clean or blast steel
surfaces in a faster, safer , environmentally friendly and cost effective way
in the ship prepare offshore and petrochemical industries.

Our products  offer significant advantages over the traditional methods of
sand blasting  or hand operated hydroblasting to remove  marine growth,
industrial coatings, and corrosion:

• The ability to work simultaneously in close proximity 
to other trades or maintenance processes.

• Reduced manpower requirements
• No clean up costs
• Eliminates access requirements (staging, cranes, platforms, e.t.c.)
• Fast, Safe, Clean and Efficient operation
• Full Service package
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HIGH PRESSURE
WASHING ROBOT

COMBIJET® HIGH PRESSURE
WATER BLASTING ROBOT 
Robotic heavy duty equipment, suitable for hydroblasting on flat steel surfaces.

COMBIJET® HIGH PRESSURE
WASHING ROBOT

RWE-500 
Rated working pressure                      Up to 800 bar

Drive system speed                           0-1.5 km/hr

Approx. Weight of Robot                   55 kg

Motor Voltage                                    24 V

Power Supply                                    230 Volt / 16 Amp

Dimensions (LxWxH)                        90 X 50 X 50 cm

Waterproof Rating                             IP68

Washing Productivity                        Up to 450 sqm/hr.*

* productivity depends on various factors, including machine 
pressure & flow-rate and surface condition.

STANDARD EQUIPMENT & FEATURES
• Wireless remote control unit
• High pressure nozzles for washing

HIGH PRESSURE
WATER BLASTING ROBOT

TECHNICAL SPECIFICATIONS RJE-1000 Ultra High Pressure RJE-1000 Vacuum
Recommended pump capacity 3000 bar @ 30 ltrs / min 3000 bar @ 40 ltrs / min

Working width 1600 mm 400 mm

Cleaning capacity Up to 50 m2 / h Up to 50 m2 / h

Drive system / speed 5 - 20 m/min 5 - 20 m/min

Robot weight 54 Kg 72 Kg

Total weight (frame & control unit) 120 Kg 135 Kg

Power Supply 220 Volt 16 Amp 220 Volt 16 Amp

Dimensions (L, W, H) 90cm x 80cm x 48cm 120cm x 50cm x 45cm
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MODULAR REVERSE OSMOSIS
(Watermaker) Systems
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TECHNICAL WATER SYSTEM
The Technical Water system
produces technical water with
0-5 ppm salinity.
Available on request. 

MODULAR REVERSE OSMOSIS
(WATERMAKER) SYSTEMS

MODEL CRO 080 CRO 120                                      CRO 200
Max. System Electric Power 7.5kW 10kW                                                        17kW

Power Supply 400-440V / 50-60Hz 400-440V / 50-60Hz                              440V / 60Hz

Inlet Capacity (Seawater) 2,500 ltr/h 3,600 ltr/h                                               7,200 ltr/h

Max. Inlet Water Salinity 35,000 ppm 35,000 ppm                                             35,000 ppm

Productivity (Fresh Water) 8 tons/day 12 tons/day                                             Up to 22 tons/day

Produced Water Salinity Up to 500 ppm Up to 500 ppm                                        Up to 500 ppm

Feed Water Temperature 25oC (Max. 35oC / Min. 5oC) 25o C (Max. 35oC / Min. 5oC)                  25o C (Max. 35oC / Min. 5oC)

Approx. Dimensions 1200 x 800 x 1500 mm 1200 x 800 x 1500 mm                          1600 x 1200 x 1800 mm

Approx. Weight 275 kg 300 kg                                                      550 kg

MODEL CRO 320 CRO 500
Max. System Electric Power 20kW 20kW

Power Supply 440V / 60Hz 440V / 60Hz

Inlet Capacity (Seawater) 9,500 ltr/h 15,000 ltr/h                             

Max. Inlet Water Salinity 35,000 ppm 35,000 ppm                             

Productivity (Fresh Water) Up to 32 tons/day Up to 50 tons/day

Produced Water Salinity Up to 500 ppm Up to 500 ppm

Feed Water Temperature 25o C (Max. 35oC / Min. 5oC) 25o C (Max. 35oC / Min. 5oC)

Approx. Dimensions 1600 x 1200 x 1800 mm 1600 x 1200 x 1800 mm

Approx. Weight 600 kg 650 kg

The RO system produces fresh water from seawater. Production capacity is based 
on 25oC inlet temperature and is affected by various factors including membrane 
cleanliness and seawater organic matter content.
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JP SERIES from 200 up to 500 bar

TECHNICAL DATA / MODEL JP 9-200 JP13-250
Operating pressure 200 bar / 2900 psi 250 bar / 3625 psi

Delivery Rate 13 lpm / 3.43 gpm 17 lpm / 4.49 gpm

Engine Power 9 hp 13 hp

Pump Type TPBH5 CL5

RPM 3400 1700

Inlet max water temperature 40°C 40°C

GENERAL DATA

Dimensions LxWxH (cm) 103 x 50 x 67 100 x 66 x 92

Weight Kg 45 61

STANDARD EQUIPMENT
• Trigger Operated  Gun with Lance
• High Pressure Nozzle Set ( JP9-200)
• Fan Jet Nozzle
• High Pressure Hose - 10 m

STANDARD EQUIPMENT
• Trigger Operated  Gun with Lance
• High Pressure Nozzle Set ( JP9-200)
• Fan Jet Nozzle
• High Pressure Hose - 10 m

TECHNICAL DATA / MODEL JD90-275
PUMP SPEC.

Working pressure 275 bar / 3990 psi

Flow rate 13  lpm / 3.43 gpm

Pump speed 3400 rpm

ENGINE SPECIFICATIONS

Type Industrial 1 cyl Diesel 

Power 11hp

Machine dimensions L1100 x W700 x H950 (cm)

Machine weight 75 Kg 

PRESSURE WASHER
JP13-250

HEAVY DUTY PRESSURE
CLEANERS PETROL / DIESEL DRIVEN

PRESSURE WASHER
JD90-275

PRESSURE WASHER
JP9-200



JE10 SERIES
MODEL JE10-1510 JE10-2015
Operat. pressure/max 30 - 150 bar (max 160 bar) 30 - 200 bar (max 160 bar)

Delivery Rate 5.75 - 9 l/min 7.5 - 15 l/min

Delivery Rate 1.52 - 2.38 GPM 1.98 - 3.96 GPM

Abs. Power/Voltage 3000 W  / 230 V~50 Hz 1 ph 7000 W  / 400 V~50 Hz 3 ph

RPM 1450 1450

Detergent Tank 3,8 l. / 1 gal 3,8 l. / 1 gal

Inlet max Temperature 40°C 40°C

Machine Dimensions 76x41x75  cm 76x41x75  cm

Machine Weight 33Kg / 72.6 lbs 44Kg / 96.8 lbs

STANDARD EQUIPMENT
• Gun with Rotating Coupling
• Lance with Fan Jet Nozzle
• Power Cable 5m
• High Pressure Hose 8m
• Three ceramic pistons, brass linear pump head 

with built-in by-pass valve.
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Ergonomic handle

Power cable holder

Pressure 
adjusting knob

Glicerine pressure gauge

MODEL JE10-1407
Max Pressure 140 bar / 2030 PSI

Max Flow  Rate 7 LPM /1.85 GPM

MOTOR SPECIFICATION

Electric Motor 2.1 kW / 2.82 HP

Power Supply 1 phase 230 V 50 Hz

Machine Dimensions 37x37x62  cm

Machine Weight 18.5 Kg / 40.8 lbs

STANDARD EQUIPMENT
• Low maintenance motor, three steel pistons, 
   aluminium pump head, with built-in bypass valve
• Automatic stop system
• Built-in detergent tank for direct suction
• Trolley with ergonomic handle 
   and accessory holder
• Cable holder
• Side holder for gun and lance
• Hose-reel
• High pressure hose – 6m
• Gun and lance (fan jet and turbo)
• Operator and spares manual

50Hz

JE20 SERIES
MODEL JE20-1211 JE20-2015                       JE20-2018                         JE20-2513
Operating Pressure (bar) 30 - 125 bar 30 - 200 bar                              30-200 bar                                   30-250 bar

Operating Pressure (psi) 435 - 1812 psi 435 - 2900 psi                           435-2900 psi                                435-3600 psi

Delivery Rate 5.75 - 11 l/min 7.5 - 15 l/min                           9-18 l/h                                        7.5-13 l/min

Delivery Rate 1.52 - 2.91GPM 1.52 - 3.96 GPM                        2.38 GPM                                      1.98-3.44 GPM

Abs. Power/ Voltage 3000 W  / 230V~50Hz 1 ph 7000 W  / 400V~50Hz 3 ph     8400 W  / 380V~60 Hz 3 ph       8700 W / 380V~60 Hz 3ph

Motorpump Type MP3 MPW5                                        MPW5                                           MPW5

RPM 1450 1450                                           1700                                              1700

Inlet max Temperature 40°C 40°C                                           40°C                                              40°C

Machine Dimensions 50x90x83  cm 50x90x83  cm                           50x60x107  cm                            50x60x107  cm

Machine Weight 44Kg / 96.8lbs 47,5 Kg / 104.5 lbs                   53Kg / 117 lbs                             54Kg

STANDARD EQUIPMENT
• Gun with Rotating Coupling
• Lance with Fan Jet Nozzle
• Power Cable 5m
• High Pressure Hose 10m

Steel cover

Power cable holder

Steel frame

50Hz 60Hz

COLD WATER
HIGH PRESSURE CLEANERS



Easy access to main
mechanical components

Impact and weather resistant,
single piece polypropylene cover

Lance / gun holder

JE30 SERIES
MODEL JE30-1310D JE30-1211                          JE30-2016                      JE30-2018
Operat. Pressure/max 30-130 bar (max 150 bar) 30-110 bar / 150 bar                  30-200 bar                               30-200 bar

Operat. Pressure/max 435-1885 psi (2175 max psi) 435-1595 psi / 2175 psi             435-2900 psi                            435-2900 psi

Delivery Rate 5.5 -11 l/min 5.75-11 l/min                               7,5-15 l/min

Delivery Rate 1.45 - 2.64 GPM 1.52-2.91 GPM                             1.98-3.96 GPM                         4.78-9.56 GPM

Abs. Power/Voltage 3000 W  / 230V ~ 50 Hz 1ph 3000 W / 230V ~ 50 Hz 1ph       7300W - 400V~50Hz 3ph       8700W  - 380V~60Hz  3ph

Motorpump Type / RPM MPBX2 / 2800 MPW / 1450                                 CL5 / 1450                               CL5 / 1700

Diesel tank 14 l/3.7 gal 18 l/4.8 gal                                   18l /4.8 gal/h                          22 l/5.8 gal

Detergent tank 2,5 l/0.66 gal 3,0 l/0.79 gal                                3l /0.8 gal/h                             22 l/5.8 gal

Max Temperature Inlet 40°C 40°C                                               40°C                                          40°C

Max Temperature Outlet 90°C 140°C                                             140°C                                        140°C

Fuel Consumption 2,83 l/h - 0,75  gal/h 4.72 l/h - 1.25 gal/h                    6.6 l/h (1.75 gal/h)                  6.6 l/h (1.75 gal/h)

Heat Output 38 kw 58 kW                                            74 kW                                       88 kW

Machine Dimensions 80x55x83  cm 94x65x90  cm                               94x65x90  cm                          125x69x87  cm

Machine Weight 54kg / 121 lbs 125kg / 275 lbs                            130kg / 284 lbs                       175kg / 385 lbs

STANDARD EQUIPMENT
• Gun with Rotating Coupling
• Lance with Fan Jet Nozzle
• Power Cable 5m
• High Pressure Hose 10m
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HOT & COLD WATER
HIGH PRESSURE CLEANERS

50Hz

50Hz

STATIONARY HOT & COLD
PRESSURE CLEANERS

JE30 SERIES from 200 bar

STANDARD EQUIPMENT
• Gun with Rotating Coupling
• S/S Lance with Fan Jet Nozzle
• Power Cable 5m
• High Pressure Hose 10m

TECHNICAL DATA / MODEL JE30-2015ST JE30-2021ST
Operating pressure 200 bar / 2900 PSI 200 bar / 2900 PSI

Delivery Rate 15 l/min / 3.96 GPM 21 lpm / 5.55 GPM

Abs. Power / Voltage 7300 W / 400V 50Hz 3ph 9700 W / 400V 50Hz 3ph

Motorpump Type / RPM MPW5 / 1450 MPW5 / 1450

Diesel Tank / Detergent Tank / Antiscale 20/20/2.4 L 20/20/2.4 L

Max. Temp Inlet / Outlet 40° / 140° C 40° / 140° C 

Fuel Consumption / Heat Output 4.72 l/h (1.25 gal/h) / 58 kW 4.72 l/h (1.25 gal/h) / 58 kW

GENERAL DATA

Machine Dimensions LxWxH 76 x 48 x 180 cm 76 x 48 x 180 cm

Machine Weight 190 kg / 418 lbs 190 kg / 422 lbs
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COLD WATER
HIGH PRESSURE CLEANER

TECHNICAL DATA / MODEL JE60-350
50hz VERSION

Working pressure bar/PSI 350 / 5075

Flow rate lpm/gpm 18 / 4.7

Voltage / phase volt/ph 380-400 / 3

60hz VERSION

Working pressure bar/PSI 350 / 5075

Flow rate lpm/gpm 22 / 5.8

Voltage / phase volt/ph 400-440 / 3

General data

Electrical motor hp/kW 14.75/11 

Amperage amp 14.43 

Dimensions LxWxH (cm) 100 x 66 x 92 

Weight kg 140

JE60 SERIES (350 bar)

50Hz 60Hz

STANDARD EQUIPMENT:

• 10m High Pressure
  Rubber Hose

• Fan Jet Nozzle

• Trigger Operated Gun c/w Lance

• 5 m Oil Resistant Electrical Cable

• One set of Operator & Spares Manual

STANDARD FEATURES
• Listing Eye
• Solid Wheels
• Brake System
• Unloader Valve

VACUUM
CLEANERS

• Hose 2.5 m
• Steel  Pipe  & Curve
• Flat Lance
• Round Bruch
• Holder Accessory
• Wet Tool
• Carpet Tool

• Tilted Tank
• Traceless wheels
• Cloth filter
• Stainless steel tank
• Filter cleaning system
• Handy accessory holder

CJV SERIES
MODEL CJV-265IF CJV-365IR
Motor Power 2000 (max 2400) 3000 (max 3600)

Column depression 220 mbar/22kPa 220 mbar/22kPa

Suction air 130 l/s 195 l/s

Tank capacity 65 l. 65 l.

Voltage 220 - 240 ~ 50/60 Hz 220 - 240 ~ 50/60 Hz

Dimensions 44x46x96 cm 62x51x100  cm

Machine Weight 14,5 kg 20Kg

MODEL CJV-2350 CJV80-22
Power supply 230V ~  50/60 Hz 230V ~  50Hz

Abs. power 1000 (1200) W 2200 W

N° / Motor Type 1x/silenced dry cup 1x induction

Column Depression 24kPa/2400mm H2O 32 kPa (3200 mmH2O)

Air Suction 45 l/s 97 l/s

Tank volume 15 lt 80 lt

Dust capacity - 36 lt

Liquid capacity - 49 lt

Filtering surface - 4300 cm2

Filtering capacity - 5 μm

Electrical Cable Lenght 7,5 m 10 m

Dimensions 47x34x36 cm 50x50x140  cm

Machine Weight 5,5 kg 80Kg / 176 lbs

STANDARD ACCESSORIES
FOR MODEL CJV-265IF / CJV365IR



TECHNICAL DATA / MODEL JS D10 JS D10 JS 4000 JS 3.3 
(Single Operator) (Tow Operators) (Vacuum + Steam Generator) (Electric Steam Generator)

Abs. Power / Voltage 350 W / 230 V 350 W / 230 V 3 kW / 230 V~50 Hz 3.3 kW / 230 V~50 Hz

Fuel / Water Tank 25 / 25 lt 25 / 25 lt 5l/5l 5l/5l

Burner Type DIESEL DIESEL ELECTRIC ELECTRIC

Fuel Consumption 3 lt / h 3.78 lt / h - -

Heating & Activation Time 5 min 5 min 4 - 7 min 7 - 10 min

Recovery Tank Capacity - - 64l -

Vacuum Motor - - 1100 W -

Vacuum Depression - - 20.39 k Pa / 2000 mm H20 -

Vacuum Air Flow - - 220 m3 / h -

Noise Level 75 dB (A) 75 dB (A) 73 dB (A) 80 dB (A)

Steam Production 37.5 kg / h 47 kg / h 3.5 kg / h 4.62 kg / h

Steam Pressure 10 bar 10 bar 6 bar 9 bar

Steam Temperature 178 °C 178 °C 158 °C 175 °C

Machine Dimensions 90 x 65 x 80 cm 90 x 65 x 80 cm 630 x 540 x 880 cm 620 x 440 x 860 cm

Machine Weight 122 kg 140 kg 32 kg 34 kg
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HEAVY DUTY
STEAM GENERATORS

JS SERIES Steam Generator with Diesel Boiler

MODEL CFJ-50
Capacity / Body 50 l / Stainless Steel

Working Pressure 6 bar

Safety Valve max 8 bar

Pressure Indicator Pressure Gauge 

Level Indicator External Column

Recharging Air Operating

Pressure Regulator Manual

Gun Connection 1/4" G-F

Hose Type Rilsan

Hose / Lance Length 10m / 900 mm

Dimensions 45x42x100  cm

Weight 18 Kg

CFJ SERIES

STANDARD ACCESSORIES
• Professional Gun
• Lance with Nozzle
• Integrated Inlet and Outlet Quick
• Chemical use hose and Gasket
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FOAM
SPRAYERS

Foam sprayers are used when thorough and
detailed cleaning is needed, and usually the
chemical product spraying is a finishing phase
of the cleaning task.

The machine is connected to an air compressor,
where the chemical is mixed with the air,
producing a sost foam that persists on the
surface, allowing deep and prolonged action of
the detergent used.



Combijet offers high pressure water blasting solutions, 
tailor-made to your application and requirements.

This includes: 
• Different working pressure and flow configurations
• Containerized Ultra High Pressure Systems, upto 3300 bar working pressure and 50 l/min flow-rate
• Full range of accessories and attachments

Contact us to find more details about what we can offer Combijet Manufacturing and Dememarine Services offer
custom made water blasting solutions for your surface
preparation needs.
Using the innovative robotic equipment, we are able to carry
out washing, hydroblasting and vacuum hydroblasting,
whether it is on hulls, in cargo holds, on storage tanks or
other. We take up the challenge to position our robots
anywhere possible. 

The products offer significant Water Blasting advantages over
the traditional methods of sand blasting to remove marine
growth, industrial coatings and corrosion.

• Ability to work simultaneously in close proximity to other 
trades or maintenance processes.

• Reduced manpower requirements and fast job delivery
• No Clean up costs
• No access requirements (staging, cranes, platforms, etc.)
• Fast, Safe, Clean and Efficient operation

Contact us to find out more about this service.
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TAILOR-MADE
SOLUTIONS

HYDROBLASTING
SERVICES



CONTROL GUNS AND LANCES

Dump Gun
2800 BAR
(40,000 PSI) 

Electric Gun
2800  BAR 
(40,000 PSI)

Dry - Shut
Gun 500 BAR
(7250 PSI) 

Dry - Shut
Gun 250 BAR
(3600 PSI) 

Dump Gun
1000 BAR
(15,000 PSI)

Underwater 
Gun

ROTATING NOZZLES

ULTRA IMPACT
ROTATING NOZZLE

ORBITAL ROTATING
NOZZLE
(Up to 2800 bar)

UP TO 350 BAR

UP TO 250 BAR

UP TO 1000 BAR
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UP TO 500 BAR

STRAIGHT & FAN
JET NOZZLES
(CERAMIC, STEEL & SAPPHIRE)

TUBE AND 
PIPE CLEANING
NOZZLES

ACCESSORIES & PARTS
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WET SANDBLASTING KITS SURFACE AND DECK
CLEANERS / BLASTERS

UHP HOSES, FITTINGS AND CONNECTORS

ACCESSORIES & PARTS

TELESCOPIC
LANCES

PRESSURE
REGULATING
VALVE 
( UP TO 2800 BAR)

TWO GUN SYSTEM
(Electric / Pneumatic)

WET ABRASIVE CUTTING ACCESSORIES
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Contact us for our full range of accessories and parts.

ACCESSORIES & PARTS

VALVES
- Air Actuated Valve
- Unloader Valves 
- Safety Valves 
- Rupture Discs 

REPAIR KITS AND PARTS FOR  NOZZLES AND GUNS

REVERSE OSMOSIS
MEMBRANES

FILTER HOUSINGS 
AND CARTRIDGES

TWO STAGE FIILTRATION UNIT

FLEXIBLE COUPLINGS

PRESSURE GAUGES FEED (BOOSTER) PUMPS 

with
Pressure
Sensor

Stainless
Steel Head



Protective Overall with Hood 500 bar

High Pressure Cleaning (up to 500 bar)

Protective Apron 500 bar

Protective Boots 500 bar Protective Gloves 500 bar Protective Gloves 500 bar

Ultra High Pressure Water Blasting (up to 3000 bar)

Protective Suit
(Jacket, Trousers, Hand Protection)

1000 bar  Straight Jet  / 2800 bar Rotary Jet
2000 bar straight Jet / 3000 bar Rotary Jet

Protective Apron
1000 bar  Straight Jet  / 2800 bar Rotary Jet
2000 bar straight Jet / 3000 bar Rotary Jet
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Protective Boots
3000 bar Straight or Rotary Jet

PERSONAL
PROTECTIVE EQUIPMENT



www.combijet.com

Single phase Cold Water Pressure Washers / Single and 3-phase
Hot & Cold Water Pressure Cleaners

JE60 SERIES
Electric Driven High Pressure Water Jet Cleaners 500 bar Electric Driven High Flow Jet Cleaners 500 bar

JE80-500

JE80 SERIES
Electric Driven High Pressure Water Blasters from 800 bar-3300 bar

JE10 / JE30 SERIES

Images and technical specifications of products and accessories are not binding and can be modified without notice.

MODULAR REVERSE OSMOSIS
(WATERMAKER) SYSTEMS

JE20 SERIES
Industrial Cold Water Pressure Washers

JD90 SERIES
Diesel Driven High Pressure Water Blasters from 500 bar -3300 bar

HIGH PRESSURE WASHING 
& BLASTING ROBOTS

INDUSTRIAL LINE

PROFESSIONAL  LINE

Petrol Driven High Pressure Water Cleaners from 200 bar -275 bar

JP / JD SERIES
JS SERIES Steam Generators

CFJ SERIES Light-duty Foam Sprayers

CJV SERIES Vacuum Cleaners




